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Wafer Butterfly Valve 

Spline Shaft PN16

▪ 1600Kpa (16 Bar)

▪ Wafer disc available in Nickel-plated Cast Iron, 

Bronze and CF8M (316) Stainless Steel

▪ Epoxy powder coated body

▪ Integral EPDM rubber liner

▪ Hand lever or gearbox operated versions available

▪ SABS tested and JASWIC compliant

▪ BS5155 compliant

▪ Drilling BS4504

▪ 316 SS Body and Disc

▪ 1600Kpa (16 Bar)

▪ Integral EPDM cartridge type replaceable liner

▪ Hand lever or gearbox operated versions available

▪ SABS tested and JASWIC compliant

▪ BS5155 compliant

▪ Drilling BS4504

Wafer Butterfly Valve

Full Stainless Steel PN16

Liners

EPDM & NBR Liner Viton Liner Polyurethane Liner Silicone Liner 

▪ PTFE F4 (Teflon) Liners Working Temp +10°C to +150°C

▪ Viton (X7) Working Temp – 23 to + 294°C

▪ Silicone Rubber Working Temp – 65 to + 220°C

All Butterfly Valves come standard with Lever Handle up to 250mm & with Gearbox’s from 300mm up to 

1200mm. All Butterfly Valves are available in semi or fully lugged.
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